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サブバンドおよびベクトル量子化と組み合わせた
フラクタノレ画像符号化
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Abstract : In order to improve the performance of fractal image coding， this paper proposes two new 
coding schemes wmch are combined with sub-band decomposition and vector quantization. 
In the first proposed scheme， fractal block coding 01' vector qantization is employed block by block 
adaptively.In the second proposed scheme， an input image is first decomposed to low and high resolution 
sub-band images. The fractal block conding with adaptive range block size is performed only for the 
lowest resolution sub-band i皿age.On the other hand， vector quantization is carried out for the other 
high resolution sub-band images. The results by computer simulation experiments show that the two 
proposed coding schemes give higher SNR (Signal-to-Noise Ratio) values and better reconstructed image 





































































(3)ブロックの中心点を原点とした 00 ， 900 ， 1800 ， 



















D'の輝度値を Dむとして，式(1)で表される c この平均 2
乗誤差。2が最小となるとき、最適近似が与えられたと判
断する。
e2 = 去2 5 hj 一D'夙凡町『;Lい1ωi，j+戸吋叫d司)






















































































X = (X1，X2'…，XK) (3) 
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園3 フラクタル/VQ適応切り換え符号化の処理の流れ














































































5 回 1 実験条件
実験条件は以下の通りである。
(l)評価画像と符号化レートの制御





































サブバンド VQのレベル数 :LH，HL.・図 2048

























































































































Bit Rate : O.546[bit/pixel]， SNR : 33.04[dB] 
図9 提案方式2の再生画像
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